
BOTTOM  WING PHOTOS  

 

                
          

 Position ribs and spar webbing on plans                      Set spar #54  into ribs, donõt glue yet 

 

                
               

  Test fit spar webbing in-between ribs                  Glue front spar webbing in place, use clamps  

 

              
      

    Work your way from root t o wing tip                     Keep wing straight , add nose ribs BR6a  

 



                               
 

    Add scrap wood to support n -strut fitting                 Glue #46 s trut support into position  

    
                                                                       

                       
 

Install n -strut fittings #123, rear spar webbing         Glue #30 stringer and #38 spar s in place 

 

 

                          
 

   Laminate trailing edges #52, 52C                                    Glue trailing edge into position  

         
 



    

 

                             
 

 Keep wing tip rib flush with trailing edge                        Remove the bottom rib support tabs  

 

 

                            
 

        Glue wing tips #22, #24 in place                        Wing tip should follow BR11 rib center line   

 

                   
 

Cut rib cap #20 to length, soak in warm water                 Glue rib cap #20 in place over s pars 

 



                   
 

Trim rib capping at trailing edge                                  Sand wing tip and glue #164 in to  position  

 

                   
 

Add ply #163, 165 to balsa #164 supports                                    Wing tip finished  

 

                      
 

Glue #404 foot step base below rib caps                       Test fit #403; DONõT glue in place yet 

 



                    
 

Foot step supports slightly above rib capping                Lace ribbon #51 thru ribs around wing tip  

 

          
 

                                                 Ribbon lacing glued into place  

 

                    
 

Soak plywood 63 -1 thru 63 -4 in warm water                     Wing upside down glue 63 -1 to spar  

 


